
DigiTech JamMan Stereo Looper Pedal

Features

Store over 35 minutes of stereo, CD-Quality loops in 99 internal
memories
Optional SDHC card can store over 16 hours* of CD-quality audio in 99
additional memories (198 total)
Reverse Playback
4 Heavy-duty metal footswitches for looping and loop selection
Connect to your computer via USB and use the JamManager XT™ Loop
Librarian software to organize and archive your loops.
Aux Input lets you import music from CD and MP3 players
3 Stop modes (Stop, Finish, and Fade)
Load up the JamMan with bass lines, drums, harmonies, and more; create
an entire backup band, take it with you, and perform anywhere!
Slow down or speed up any loop without changing pitch
Rhythm Output sends click track out to keep the rest of the band in sync
Balanced XLR mic input with dedicated gain control is perfect for
dynamic and self-powered microphones
Metronome with multiple rhythm sounds and time signatures
Rugged metal chassis
Automatic recording
Power supply included
Optional footswitch adds additional Hands-Free™ functionality

https://www.promusicalaska.com/store/effects/pedal-effects/digitech-jamman-stereo-looper-pedal/


*with optional 16GB or higher SDHC memory card

A/D/A: 24-bit
Sampling Rate: 44.1 kHz
USB Type: 2.0 High Speed (USB 1.1 compatible)
Power Consumption: < 9 Watts
Power Supply: PS0913B (Included), Output 9 VAC 1.3 A
Dimensions: 6.84″ (L) x 6.70″ (W) x 2.89″ (H)
Unit Weight: 2.22 lbs

UPC 691991201929

DigiTech JamMan Stereo Looper Pedal Manual

http://www.promusicalaska.com/wp-content/uploads/2014/10/DigiTech-JamMan-Stereo-Looper-Pedal-Manual.pdf

